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Designator: SG
Type: 4-Pin SIP

For Reference Only – Not for Tooling Use
(Reference DWG-0000392)

Dimensions in millimeters. NOT TO SCALE.
Dimensions exclusive of mold flash, gate burrs, and dambar protrusions

Exact case and lead configuration at supplier discretion within limits shown

Standard Branding Reference View

Lines 2, 3, 4 = 7 characters.

Line 1: Logo A molded in
Line 2: 7-digit alpha numeric Lot Number
Line 3: Last 3 digit of Part Number. 
            Additional suffixes may be 
            added to Part number as required.
Line 4: 4-digit Date Code
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5-Digit Branding Reference View

Lines 2, 3, 4 = 7 characters.

Line 1: Logo A molded in
Line 2: 7-digit alpha numeric Lot Number
Line 3: Part Number
Line 4: 4-digit Date Code
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Top View
30° REF

5.50 ±0.05

0.71 ±0.05 0.50 +0.15
–0.05

1.50 REF (2×)

0.10 MAX (16×)
Dambar protrusion

0.60 ±0.10 (4×)

0.40 ±0.10 (4×)

0.43 ±0.025
Nominal Active Area Depth Ref

4.41 ±0.10 B

Sensor Elements

Angular Die Placement: ±3°
Ø0.3 B SA

5.50 ±0.10

1.60 ±0.10

0.80 REF

2.75 REF

0.635 REF

1.27 ±0.10 (×3)

0.60 (4×)

0.71 ±0.10

10° REF
1.0 REF

0.71 ±0.10

Plating included

24.65 ±0.10

R0.3 REF (8×)

1.50 ±0.10 (4×)

Ø3.0
Ejector pin

Ø8.00 ±0.05
Magnet Side

A

Tiebar

Branding scale and appearance at supplier discretion

Tiebar

5.80 ±0.05

2.90 ±0.05

1.70 ±0.10

4.70 ±0.10

15.30 ±0.10

0.38 +0.06
–0.04

Ø1.5 Ejector pin (2×)

1.80 ±0.10

End view of molded lead bar
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